Atlas Copco Hydraulic drill rig
ROC 642 HP

For flexible and economic drilling
Hole range: 35-89 mm (15/8"-3/2")




Technical specifications

ROC 642 HP

FEED

Aluminium cylinder feed type BMH 6314/12 -
SF, feed force 20 kN. Feeds with RAS/RHS
have double drill-steel supports.

Crawler with extended folding boom have
aluminium cylinder feed type BMH 2314/12-SF,

feed force 10 kN.

ENGINE
DEUTZ DIESEL BFAM1013EC
107 kW 145 HP
COMPRESSOR
XA 70
Working pressure 7 bar 102 psi
FAD at 7 bar 70 /s 148 cfm
HYDRAULIC ROCK DRILL
COP 1238 ME
Impact power 11 kW 15 HP
Impact rate 2400-3600 blows/
min.
Working pressure, nom. 220 bar 3190 psi
Torque 700 Nm 515 Ib.ft
Weight 150kg 330 1b
Drill steel R32, T38, T45
TRAMMING
Travel speed 1.7/3.0 km/h
1.1/1.9 mph
Traction force 72 kN 16185 Ibf
Hill climbing ability 30°
winch is rec. over 20°
Track oscillation +15°

Ground clearance

340 mm 13.4in
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TRANSPORT DIMENSIONS
ROC 642 HP-00

Length
Width

Height
Weight

Length
Width

Height
Weight

7750 mm / 22'5"
2390 mm / 8'6"
2800 mm /92"
8000 kg / 18200 Ib

ROC 642 HP-10

11650 mm / 38'3"
2670 mm / 8'6"
3100 mm / 10'56"
9900 kg /20100 Ib

ROC 642 HP-01

11650 mm / 38'3"
2390 mm /8'6"
2800 mm /9'2"
8250 kg / 18200 Ib

ROC 642 HP-11

11650 mm / 38'3"
2670 mm / 8'6"
3100 mm / 10'56"
10100 kg / 20200 Ib

ROC 642 HP-03

8700 mm / 28'4"
2390 mm /8'6"
2800 mm / 9'2"
8000 kg / 17600 Ib
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Total Rock Drilling Technology®
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Illustrations in this brochure may show equipment
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